
Medallion Installation
Step 1:
Disconnect and remove light fixture before installing Medallion. Ensure electricity at fuse or 
circuit box is turned off before removing light fixture. (A licensed Electrician is advised.)

Step 2:
Trace the outline of the Medallion on the ceiling surface. If the ceiling is not flat, chip or scratch 
the surface until the Medallion fits flush with the surface.

Step 3:
Locate the ceiling framing and mark locations
on the back of the Medallion. Pre-drill small
holes through the Medallion to allow for
screws.

Step 4:
Apply a bead of construction adhesive (3/16"
thick) along the entire back of the Medallion.
Keep adhesive approximately 3/4" from the
outer edge of the Medallion.

Step 5:
Position the Medallion with the center hole in
line with the electrical box. While holding the
Medallion rigid against the ceiling, carefully
countersink screws into the pre-drilled holes
so the screws are firmly attached into the
ceiling framing.

Step 6:
Using a premium paintable latex sealant, caulk around the Medallion and the ceiling. Spackle or 
putty all holes, sand when dry. Paint with high quality latex or oil-based paint.

Step 7:
Once the paint is fully dry, reconnect the light fixture. Again follow the manufacturer's 
instructions for electrical installation of the lighting fixture. (Longer fixture screws maybe 
need.)
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